LEGEND ) EROSION AND SEDIMENTATION CONTROL

SE1 INSTALL TEMPORARY CONSTRUCTION VEHICLE EXIT IN
- SILT FENCE ACCORDANCE WITH DETAIL ON THIS DRAWING

SE2 INSTALL SILT FENCING IN ACCORDANCE WITH DETAILS ON THIS
DRAWING AND LOCAL COUNCIL REQUIREMENTS.

STRIP VEGETATION FROM ALL CUT AREAS AND DISPOSE QFF SITE
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SEL STRIP TOPSOIL FROM ALL CUT AREAS AND STOCKPILE ON SITE.
CHANNEL DISPOSE OF EXCESS SPOIL OFF SITE

SE5 EXCAVATE ALL CUT AREAS AND PLACE COMPACTED FILL WHERE
. EXISTING | REQUIRED
o I TEMPORARY CONSTRUCTION

REVETMENT SE6  ALL ADJACENT LANDSCAPE AREAS ARE TO BE STABILISED AND
/ WALL VEHICLE EXIT VEGETATED WITHIN 20 DAYS OF PROJECT COMPLETION

SE7 EXCAVATE, LAY AND BACKFILL REVETMENT WALL. OPEN TRENCH
— LENGTHS / LENGTH OF WALL BEING CONSTRUCTED IS NOT TO
EXCEED 15 METRES. WHERE TRENCHES OR WALL SLOPES ARE
TEMPORARY STOCKPILE OF TOPSOIL OPEN OVER NIGHT, PLACE TEMPORARY TURF LINED SWALE ALONG
SURROUNDED WITH SILT FENCE PROPERTY SIDE OF TRENCH AND DIVERT POTENTIAL SURFACE
WATER TD A SAFE LOCATION,

st

AT THE COMPLETION OF ALL WORK, REMOVE EROSION CONTROL
MEASURES. RESTORE GROUND TO MINIMISE EROSION AND SEDIMENT
PRODUCTION USING GRASS SEED AND MULCH ALL OVER AND TURF
TEMPORARY STOCKPILE OF SAND STRIPS 900 WIDE.

SURROUNDED WITH SILT FENCE
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NOTE: WHEREVER SEDIMENT AND EROSIDN [DNTROL DEVICES ARE
REMOVED EARLIER IN THE CONSTRUCTION SEQUENCE THAN AS
SPECIFIED ABOVE, ENSURE THAT THE DISTURBED GROUND IS

/ RE-VEGETATED TO REDUCE THE LIKELIHOOD OF EROSION AND

SEDIMENT TRANSPDRT FROM THE SITE. ENSURE ALSO THAT

SEDIMENT LADEN WATER CAN STILL REACH SEDIMENTATION

BASINS FOR TREATMENT.
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